Closed-loop optogenetic stimulation devices deliver optical stimulations based on real-time measurement and analysis of neural responses to stimulations. However, the use of large bench-top and tethered devices hinders the naturalistic test environment, which is crucial in pre-clinical neuroscience studies involving small rodent subjects. This paper presents a tetherless, lightweight and miniaturized head-mountable closed-loop optogenetic stimulation device. The device consists of three hardware modules: a hybrid electrode, an action potential detector, and an optogenetic stimulator. In addition, the device includes three software modules: a feature extractor, a control algorithm, and a pulse generator. The details of the design, implementation, and bench-testing of the device are presented. Furthermore, an in vitro test environment is formed using synthetic neural signals, wherein the device is validated for its closed-loop performance. During the in vitro validation, the device was able to identify abnormal neural signals, and trigger optical stimulation. On the other hand, it was able to also distinguish normal neural signals and inhibit optical stimulation. The overall power consumption of the device is 24 mW. The device measures 6 mm in radius and weighs 0.44 g excluding the power source.
Introduction
Neuroscientists required a technology to selectively excite or inhibit neural structures of the brain. They used electrical deep brain stimulation to modulate target brain regions [1] . However, electrical stimulation lacks cell-specific access during neuromodulation [2] . Therefore, light-based stimulation called optogenetics has emerged for cell-specific modulation [3] . Optogenetics is a stimulation technique that uses light to control the neural activity of the brain [4] . In this method, the target neurons are transfected with microbial opsins that are sensitive to light. The unique combination of opsins and light wavelengths defines the type of neuromodulation (excitation or inhibition) of the neurons. In contrast to electrical stimulation, optogenetics provides enhanced spatial and temporal resolution during the neural stimulation. However, many of optogenetic stimulation implementations are driven by pre-defined stimulation patterns called open-loop stimulation which disregards the neural responses to neural stimulations [5] . Closed-loop optogenetic stimulation (CLOS), on the other hand, modulates the neurons based on real-time measurement and analysis of neural responses. This approach enhances the efficacy of neuromodulation [6] and is being explored as an option for investigating neuropsychiatric disorders [7] , particularly for pre-clinical studies involving small animals.
Krook-Magnuson et al. [8] presented a CLOS device to selectively modulate specific-neuron cells upon detection of seizure activity in the brain. The device acquired electrophysiological readout through electroencephalogram (EEG). However, the latter stages of amplification, filtration, digitization and control-logic executions relied on a computer-based setup, which implemented customized seizure detection algorithm, followed by on-demand activation of optical output. Optical neuromodulation was of 300 Hz and 6 kHz. The post-amplifier further amplifies the signal by a gain of 160 times. The signal from the APD output is then fed to the microcontroller in the ODBS. The microcontroller hosts the software component which analyses the neural signals and implements the closed-loop CA. Based on the output of the CA, the microcontroller controls the LED driver circuitry, which in turn modulates the LED (see Section 3 for the description of the design and function of the hardware component). Within the software component, the FE characterizes the neural signals based on their amplitude variations. The CA implements a closed-loop on-off logic. The PG controls the stimulation parameters (e.g., pulse width, duty cycle and frequency), modulating the LED (see Section 4 for the description of the design and function of the software component). Figure 2 shows the head-mountable configuration of the CLOS device for use with small laboratory animals. 
Hardware Component

Hybrid Electrode
The hybrid electrode is designed to be easily implantable into the target brain region and is capable of simultaneous neural signal detection and optical stimulation (see Figure 3 ). In this work, the ODBS module is designed to deliver optical stimulation to activate light-sensitive protein Channelrhodopsin (ChR2). To activate ChR2 transfected neurons, 470 nm light of 1 mW/mm 2 irradiance is required [14] . However, the power consumption of LED plays a crucial role in defining the operational duration. Lee et al. [15] reported the need for high driving current of about 1.0 A for 27mW/mm 2 irradiance, which was due to poor coupling efficiency of the fiber/LED coupler. After detailed review of optical and electrical features of various LEDs, Cree chip-LED (Cree Inc., Durham, The HE hosts two detection electrodes and a stimulation LED. The detection electrodes detect the neural signals from the target neurons, which are then fed as input to the APD. The APD selectively isolates the neural signals from the surrounding noise signals and amplifies them. The APD consists of a pre-amplifier, a band pass filter, and a post-amplifier. The pre-amplifier magnifies the signal by a fixed gain of 160 times. The band pass filer passes signals within the frequency range of 300 Hz and 6 kHz. The post-amplifier further amplifies the signal by a gain of 160 times. The signal from the APD output is then fed to the microcontroller in the ODBS. The microcontroller hosts the software component which analyses the neural signals and implements the closed-loop CA. Based on the output of the CA, the microcontroller controls the LED driver circuitry, which in turn modulates the LED (see Section 3 for the description of the design and function of the hardware component).
Within the software component, the FE characterizes the neural signals based on their amplitude variations. The CA implements a closed-loop on-off logic. The PG controls the stimulation parameters (e.g., pulse width, duty cycle and frequency), modulating the LED (see Section 4 for the description of the design and function of the software component). Figure 2 shows the head-mountable configuration of the CLOS device for use with small laboratory animals. APD consists of a pre-amplifier, a band pass filter, and a post-amplifier. The pre-amplifier magnifies the signal by a fixed gain of 160 times. The band pass filer passes signals within the frequency range of 300 Hz and 6 kHz. The post-amplifier further amplifies the signal by a gain of 160 times. The signal from the APD output is then fed to the microcontroller in the ODBS. The microcontroller hosts the software component which analyses the neural signals and implements the closed-loop CA. Based on the output of the CA, the microcontroller controls the LED driver circuitry, which in turn modulates the LED (see Section 3 for the description of the design and function of the hardware component). Within the software component, the FE characterizes the neural signals based on their amplitude variations. The CA implements a closed-loop on-off logic. The PG controls the stimulation parameters (e.g., pulse width, duty cycle and frequency), modulating the LED (see Section 4 for the description of the design and function of the software component). Figure 2 shows the head-mountable configuration of the CLOS device for use with small laboratory animals. 
Hardware Component
Hybrid Electrode
The hybrid electrode is designed to be easily implantable into the target brain region and is capable of simultaneous neural signal detection and optical stimulation (see Figure 3 ). In this work, the ODBS module is designed to deliver optical stimulation to activate light-sensitive protein Channelrhodopsin (ChR2). To activate ChR2 transfected neurons, 470 nm light of 1 mW/mm 2 irradiance is required [14] . However, the power consumption of LED plays a crucial role in defining the operational duration. Lee et al. [15] reported the need for high driving current of about 1.0 A for 27mW/mm 2 irradiance, which was due to poor coupling efficiency of the fiber/LED coupler. After detailed review of optical and electrical features of various LEDs, Cree chip-LED (Cree Inc., Durham, 
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Action Potential Detector
The Action Potential Detector (APD) comprises of three stage amplification and filtration circuit, where the neural signals detected by the HE are isolated from the surrounding noise signals and amplified to a suitable level for further processing in the ODBS.
Pre-Amplifier
In the pre-amplifier stage, the detected neural signals are amplified by the AD8293 amplifier [18] , see Figure 4 . It provides a fixed gain of 160-times. The output of the pre-amplifier stage is:
where VINP is the positive input terminal of the amplifier, VINN is the negative input terminal of the amplifier, VREF is the internal voltage shift set by a voltage divider circuit, and VOUT is the output of the pre-amplifier stage.
Band Pass Filter
In the band pass filter stage, a two-pole low pass filter and a passive high pass filter are implemented. Based on the AP signal characteristics, the high pass and low pass cut-off frequencies are estimated to be 300 Hz and 6 kHz, respectively. The AD8293 is configured to perform low pass filtration with two external capacitors (C2 and C3). This is followed by a passive high pass filter with a cut-off frequency of 300 Hz. 
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In the pre-amplifier stage, the detected neural signals are amplified by the AD8293 amplifier [18] , see Figure 4 . It provides a fixed gain of 160-times. The output of the pre-amplifier stage is: 
Post-Amplifier
In the post-amplification stage, the neural signals are further amplified by a factor of 10. The AD8237 micro power amplifier [19] is incorporated in this stage, see Figure 4 . The gain is set using two external resistors according to:
Depending on the required frequency bandwidth and gain factor, the bandwidth mode is set via Pin 1 of AD8237. In this design, R4 and R5 values are configured to achieve 10-times gain within a 10 kHz frequency range, to fulfil the AP signal characteristics.
The printed circuit board (PCB) of the APD was designed using EAGLE (Autodesk, USA). The choice of electronic components and the compact PCB design significantly downsized the APD module and ensured robust coupling to the ODBS and the HE. The radius of the fabricated and assembled APD is about 6 mm.
Optogenetic Deep Brain Stimulator (ODBS)
The ODBS samples and digitizes the amplified neural signal, runs the control algorithm, and operates the light source. The circuit diagram of the optogenetic stimulator is shown in Figure 5 . The optogenetic stimulator comprises a pico-power microcontroller ATtiny 44A [20] , a constant current LED driver CAT4104 [21], a port for connection to a 475 nm stimulation LED, and an on-board LED for interaction with the user.
The device benefits from an Atmel ATtiny 44A microcontroller. It is a high-performance picopower 8-bit microcontroller featuring 4 KB flash program memory, 256B data SRAM, 256B EEPROM, 12 general purpose I/O lines, an 8-bit timer/counter, a 16-bit timer/counter, internal and external interrupts, an 8-channel 10-bit A/D converter, a programmable watchdog timer, an internal calibrated oscillator, and four power saving modes. The microcontroller can operate with a voltage source within the range 1.8-5.5 V. Its program memory can be reprogrammed in-system through an SPI serial interface. The microcontroller is supported by a suite of programs as well as system development tools such as C compiler. Atmel Studio is an integrated development platform for developing and debugging the Atmel microcontroller-based applications. A 100 nF capacitor is used between the VCC and GND pins of the microcontroller to bypass any undesired high-frequency signals to ground. A pulse width modulation (PWM) signal is generated on bit 5 of Port A. The signal is used to control the operation of the stimulation LED through the LED driver CAT4104. Three 100 μF capacitors are used to smooth out current surges during the pulsing of the stimulation LED.
The devices employ a quad channel constant current LED driver CAT4104. It facilitates four matched low dropout current sinks to drive high-brightness LED strings up to 175 mA per channel. The LED channel current is set by an external resistor (RSET) according to: 
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The devices employ a quad channel constant current LED driver CAT4104. It facilitates four matched low dropout current sinks to drive high-brightness LED strings up to 175 mA per channel. The LED channel current is set by an external resistor (R SET ) according to:
A 10 kΩ resistor is thus used to set the LED current to 12 mA. The EN/PWM logic input supports the device enable and high frequency external PWM dimming control. Figure 6 shows the assembled APD and ODBS boards. 
Power Source
The entire CLOS device is powered by a 3.7 V 30 mAh Lithium Ion Polymer battery, for the duration of per-clinical studies. This power source allows uninterrupted operation of the CLOS device for over 5 h, making it suitable for pre-clinical neuroscience studies.
Integration of the CLOS Device
The three hardware modules including the HE, APD, and ODBS are integrated as shown in Figure 7 . The device weighs only 0.44 g excluding the battery and 1.07 g with the battery. The electronic circuity, PCB design, and the stacked architecture of the CLOS device enhance the overall device portability. The device can be easily head-mounted on small rodents in pre-clinical settings. 
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Integration of the CLOS Device
Power Source
Integration of the CLOS Device
Software Component
The software was developed in C language and uploaded into the ATtiny 44A in the ODBS. The pseudo-code for the program is presented in Figure 8 .
Feature Extractor
In the FE, the acquired neural signals are characterized based on their amplitude variations. The analog neural signals from the APD output are received by the analog to digital converter (ADC) of the microcontroller. These signals are digitized by the ADC. For each sample, the amplitude value is measured (Vm). This value is then used in the CA to perform on-off control logic.
Control Algorithm
The CA implements a closed-loop on-off control logic. Initially, the distorted neural signals are examined for their maximum amplitude. A threshold value (Vt) is set slightly above this value, in order to differentiate the abnormal neural activity from the normal neural activity. In our implementation, the threshold value is estimated to be 2.5 V. A stimulation timeout counter (Sc) is allocated. For each sample, the measured value (Vm) is compared against the threshold value. If the measured value exceeds the threshold value, the stimulation timeout counter is reset, and the stimulation is disabled. Otherwise, the counter is incremented. When the counter content goes above a set value, the stimulation is enabled. The identification accuracy of the normal and abnormal signals is 100% as distinguishing between the normal and abnormal signals based on examining their amplitudes and using a threshold to identify the signals was a straightforward task. 
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Control Algorithm
The CA implements a closed-loop on-off control logic. Initially, the distorted neural signals are examined for their maximum amplitude. A threshold value (V t ) is set slightly above this value, in order to differentiate the abnormal neural activity from the normal neural activity. In our implementation, the threshold value is estimated to be 2.5 V. A stimulation timeout counter (S c ) is allocated. For each sample, the measured value (V m ) is compared against the threshold value. If the measured value exceeds the threshold value, the stimulation timeout counter is reset, and the stimulation is disabled. Otherwise, the counter is incremented. When the counter content goes above a set value, the stimulation is enabled. The identification accuracy of the normal and abnormal signals is 100% as distinguishing Electronics 2020, 9, 96 8 of 17 between the normal and abnormal signals based on examining their amplitudes and using a threshold to identify the signals was a straightforward task.
Pulse Generator
The PG controls the stimulation parameters (e.g., pulse width, duty cycle, and frequency) and modulates the LED output. The stimulation parameters are set based on the required optical output. If the stimulation is disabled, then pulses are not triggered, and the LED is turned OFF. If the stimulation is enabled, then pulses are triggered, and the LED is turned ON. 
Experimental Setup
The evaluation of the device is carried out in three stages: with the hybrid electrode, with the action potential detector, and with the integrated CLOS device.
Evaluation of Hybrid Electrode
The hybrid electrode is analyzed for two operations: (1) signal detection, and (2) optical output. The detection electrodes are analyzed in vitro by injecting synthetic neural signal through NI myDAQ (National Instruments, USA) into a saline solution. The saline solution is prepared with 9 g of NaCl (Sigma-Aldrich Pty Ltd., Castle Hill, Australia) per liter of water [22] . The signals detected by the electrodes were continuously recorded and then analyzed in MATLAB. The signals were compared against the input signals using root-mean square in MATLAB. The results showed less than 3% deviation between the two signals. The optical output of the LED was analyzed using a Thorlabs PDA36A-EC sensor and an oscilloscope, see Figure 9 . The LED output was controlled by a pulse width modulation (PWM) signal generated by the ODBS. The LED was driven with varying PWM duty cycles, and the corresponding optical output and power consumption were measured. 
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Bench-Testing Setup
Bench-testing of the APD was performed in two test environments: (i) with sine signals generated by a function generator, and (ii) with synthetic neural signals generated by LabVIEW. In both test environments, a power supply was used to power the APD, and its output was monitored by the oscilloscope. The input signal was either generated by a function generator or LabVIEW, see Figure 10 . In both instances, the input signal was voltage divided to generate two waveforms of varying amplitudes, which served as the reference and channel input to the APD. The APD amplified and filtered the differential input. The gain and frequency response of the APD were measured by applying sine signals of varying frequencies from 100 Hz to 10 kHz at a constant amplitude. Bode analysis was performed using NI myDAQ and NI ELVISmx Bode Analyzer tool. The analog input channel AI0 acted as the stimulus channel and the analog input channel AI1 acted as the response channel. 
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In Vitro Test Setup
In vitro testing of the APD was performed in two test environments: (i) with sine signals generated by a function generator, and (ii) with synthetic neural signals generated by LabVIEW. The in vitro test setup aims to reproduce the neural detection conditions within the brain, see Figure 11 . The HE consists of the detection electrodes and the stimulation LED. For the APD validation, only the detection electrodes are utilized. One additional wire electrode is used to inject sine/synthetic neural signals into the saline solution. For testing with the sine signals, the input signals are generated by the function generated within the frequency spectrum of the AP signals (i.e., 300 Hz to 6 kHz), see Figure 11a . For testing with synthetic neural signals, the signals are generated by the NI ELVISmx Arbitrary Waveform generator tool and NI myDAQ, see Figure 11b . Then, the generated signals are fed to the simulation electrode through the analog output port of NI myDAQ (AO0). 
Evaluation of CLOS Device
In vitro CLOS test setup reproduces the closed-loop optogenetic stimulation condition within the brain. Apart from the HE, one additional wire electrode is used to inject synthetic neural signals into the saline solution. For testing the CLOS device, two synthetic neural signals are generated by using the LabVIEW program, see Figure 12 . The optical stimulations were initiated, when the detected neural response met a set of specified criteria in the CA. This criterion was characterized as undesirable neural signal, during which neuromodulation was required. Upon neuromodulation, undesirable neural signals were altered to attain normal neural activity. Therefore, to simulate an in vitro CLOS test environment, two synthetic neural signals of varying signal features are generated by using the LabVIEW program. One waveform with low amplitude and spike count is considered as abnormal neural signal. Another waveform with high amplitude and spike count is considered as normal neural signal. 
In vitro CLOS test setup reproduces the closed-loop optogenetic stimulation condition within the brain. Apart from the HE, one additional wire electrode is used to inject synthetic neural signals into the saline solution. For testing the CLOS device, two synthetic neural signals are generated by using the LabVIEW program, see Figure 12 . The optical stimulations were initiated, when the detected neural response met a set of specified criteria in the CA. This criterion was characterized as undesirable neural signal, during which neuromodulation was required. Upon neuromodulation, undesirable neural signals were altered to attain normal neural activity. Therefore, to simulate an in vitro CLOS test environment, two synthetic neural signals of varying signal features are generated by using the LabVIEW program. One waveform with low amplitude and spike count is considered as abnormal neural signal. Another waveform with high amplitude and spike count is considered as normal neural signal. The challenge was to replicate optical stimulations, in which neural activity is altered upon optical stimulation. The simulation of optical neuromodulation was realized by a photodiode. The VTB8440BH photodiode was used to detect optical stimulations from the LED, which triggered normal neural signals through LabVIEW program. Otherwise, the LabVIEW program initiated abnormal neural signals. The generated neural signals were fed to the simulation electrode through the analog output of NI myDAQ, see Figure 13 . 
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Evaluation Results of Hybrid Electrode
The detection electrodes immersed in the saline solution were able to actively detect the neural signals. The comparison of the detected signals matched the waveform pattern of the actual input signals. The results show almost null measurable distortion in the output waveform.
The power consumption with and without the LED corresponding to varying PWM duty cycle of the LED was analyzed. Power consumption increased proportional to the PWM duty cycle. At 100% duty cycle, the overall power consumption was 24 mW (including the ODBS and LED), of which~30% was contributed by the LED. Thus, it is evident that the stimulation parameters not only influence the optical output, but also the power consumption. The results also indicate that implantable chip-LEDs exhibit better optical efficacy, compared to fiber-coupled light-sources.
Evaluation Results of Action Potential Detector
Bench-Testing Results
Considering ideal op-amps, the APD is estimated to provide 1600-times gain between 300 Hz and 6 kHz frequency range. Initially, the empirical response of APD was constructed using sine signals. The results matched the theoretical estimation of gain and cut-off frequency of APD, see Figure 14 .
A flat passband frequency response was observed between 300 Hz and 6 kHz. Output signals were observed with noise interference and distortion at frequencies below 300 Hz and above 6 kHz, which were out of the passband frequency range. The measured gain factor achieved a maximum gain of about 60 dB within the passband. The power consumption with and without the LED corresponding to varying PWM duty cycle of the LED was analyzed. Power consumption increased proportional to the PWM duty cycle. At 100% duty cycle, the overall power consumption was 24 mW (including the ODBS and LED), of which ~30% was contributed by the LED. Thus, it is evident that the stimulation parameters not only influence the optical output, but also the power consumption. The results also indicate that implantable chip-LEDs exhibit better optical efficacy, compared to fiber-coupled light-sources.
Evaluation Results of Action Potential Detector
Bench-Testing Results
Considering ideal op-amps, the APD is estimated to provide 1600-times gain between 300 Hz and 6 kHz frequency range. Initially, the empirical response of APD was constructed using sine signals. The results matched the theoretical estimation of gain and cut-off frequency of APD, see Figure 14 . A flat passband frequency response was observed between 300 Hz and 6 kHz. Output signals were observed with noise interference and distortion at frequencies below 300 Hz and above 6 kHz, which were out of the passband frequency range. The measured gain factor achieved a maximum gain of about 60 dB within the passband.
The empirical frequency response of the APD was constructed using NI myDAQ and NI ELVISmx Bode Analyzer tool. The empirical frequency response matched the simulated response, see Figure 15 . Because of technical limitations in applying very low input voltage using myDAQ, higher gain configurations of the APD could not be analyzed. 
In Vitro Test Results
After analyzing the APD gain and frequency response, we evaluated the APD for the AP signal detection, under in vitro test condition. The output waveform recorded from the APD output during in vitro validation is presented in Figure 16 . The APD output waveform verified the theoretical estimates of amplification and filtration. Further, the output was compared against the input neural signal and measured almost null distortion. The empirical frequency response of the APD was constructed using NI myDAQ and NI ELVISmx Bode Analyzer tool. The empirical frequency response matched the simulated response, see Figure 15 . Because of technical limitations in applying very low input voltage using myDAQ, higher gain configurations of the APD could not be analyzed.
Evaluation Results of CLOS Device
During the in vitro validation of the CLOS device, the LabVIEW was used to inject abnormal signals during no optical stimulations. These signals were sensed and processed by the CLOS device, which immediately triggered optical stimulations by turning the LED ON. During LED ON, the LabVIEW injected normal neural signals to the saline solution. The CLOS device sensed and processed the normal neural signals, and hence terminated optical stimulation, see Figure 17 . In addition, a further CLOS validation was carried out using synthetic neural data that combined both normal and abnormal neural signals. A stream of alternating normal and distorted synthetic neural signals was created using the LabVIEW waveform editor. These data were injected into the saline solution using NI myDAQ. The CLOS device turned the stimulation ON upon identification 
In Vitro Test Results
After analyzing the APD gain and frequency response, we evaluated the APD for the AP signal detection, under in vitro test condition. The output waveform recorded from the APD output during in vitro validation is presented in Figure 16 . The APD output waveform verified the theoretical estimates of amplification and filtration. Further, the output was compared against the input neural signal and measured almost null distortion. 
Evaluation Results of CLOS Device
During the in vitro validation of the CLOS device, the LabVIEW was used to inject abnormal signals during no optical stimulations. These signals were sensed and processed by the CLOS device, which immediately triggered optical stimulations by turning the LED ON. During LED ON, the LabVIEW injected normal neural signals to the saline solution. The CLOS device sensed and processed the normal neural signals, and hence terminated optical stimulation, see Figure 17 .
In addition, a further CLOS validation was carried out using synthetic neural data that combined both normal and abnormal neural signals. A stream of alternating normal and distorted synthetic neural signals was created using the LabVIEW waveform editor. These data were injected into the saline solution using NI myDAQ. The CLOS device turned the stimulation ON upon identification of the abnormal neural activity, otherwise, turned OFF the stimulation during normal neural activity, see Figure 18 . Thus, this confirmed the instantaneous capability of the CLOS device to deliver real-time closed-loop optogenetic stimulations. There was no measurable delay during CLOS. Thus, the CLOS device demonstrated fast and simple closed-loop optogenetic stimulation operation. In addition, a further CLOS validation was carried out using synthetic neural data that combined both normal and abnormal neural signals. A stream of alternating normal and distorted synthetic neural signals was created using the LabVIEW waveform editor. These data were injected into the saline solution using NI myDAQ. The CLOS device turned the stimulation ON upon identification Table 1 shows a comparison of the developed CLOS device against a number of existing counterparts. Krook-Magnuson et al. [8] used off-the-self components except for the implanted electrode and optic fiber. Similarly, Laxpati et al. [9] and Newman et al. [12] employed the opensource NeuroRighter, which is a platform dedicated for multi-electrode recording and stimulation, for closed-loop neuromodulation. These systems are bulky and require animal anesthetics or caging during in vivo experimentations. This issue is addressed in our head-mountable and tetherless CLOS device, which enables free movement of animals during in vivo trials.
Discussion
A main challenge in the realization of miniature CLOS devices is the incorporation of the entire software components on-board of the device. Although Nguyen et al. [11] developed a custom device for CLOS, their neural signal analysis and closed-loop control modules were implemented in MATLAB and LabVIEW on an external computer. Similarly, other devices also required either MATLAB, LabVIEW or NeuroRighter platforms. Whereas, the CLOS device hosts the entire software on-board of the device.
Nevertheless, the CLOS device also incorporated a power-efficient hybrid electrode. The use of a chip-LED instead of LED coupled with optic fiber eliminated the optical output losses due to low coupling efficiencies, improved the device operation duration, and reduced the electrode size. Because of the small size of the LED, we could integrate both detection electrodes and stimulation LED into a single flexible board of the size 16 mm in length and 1.2 mm in width. The electrode design also improved the operation duration of the CLOS device from 2 h to more than 5 h, due to the reduced power requirement to drive the LED. Furthermore, the device cost was reduced from reported pricing of $12,000 [9] to less than $100.
On the other hand, concerns have been raised with the implantation of chip-LEDs within the brain in terms of their thermal and biocompatibility impacts on the brain tissue. These concerns have been investigated in recent studies. Rossi et al. [23] demonstrated in vivo chronic optical stimulation using an implanted LED. They conducted in vivo temperature measurements using a fluke temperature probe. The results indicated that temperature rise in the neural tissue was a function of the optical power and stimulation duty cycle. However, optical stimulations using common stimulation parameters such as 20% duty cycle and 10 mW power indicated only ~0.3 °C rise in the tissue temperature. Their research also validated long-term stability of implanted LEDs for over 50 Figure 18 . In vitro test results of the CLOS device. Table 1 shows a comparison of the developed CLOS device against a number of existing counterparts. Krook-Magnuson et al. [8] used off-the-self components except for the implanted electrode and optic fiber. Similarly, Laxpati et al. [9] and Newman et al. [12] employed the open-source NeuroRighter, which is a platform dedicated for multi-electrode recording and stimulation, for closed-loop neuromodulation. These systems are bulky and require animal anesthetics or caging during in vivo experimentations. This issue is addressed in our head-mountable and tetherless CLOS device, which enables free movement of animals during in vivo trials.
Nevertheless, the CLOS device also incorporated a power-efficient hybrid electrode. The use of a chip-LED instead of LED coupled with optic fiber eliminated the optical output losses due to low coupling efficiencies, improved the device operation duration, and reduced the electrode size. Because of the small size of the LED, we could integrate both detection electrodes and stimulation LED into a single flexible board of the size 16 mm in length and 1.2 mm in width. The electrode design also improved the operation duration of the CLOS device from 2 h to more than 5 h, due to the reduced power requirement to drive the LED. Furthermore, the device cost was reduced from reported pricing of $12,000 [9] to less than $100. On the other hand, concerns have been raised with the implantation of chip-LEDs within the brain in terms of their thermal and biocompatibility impacts on the brain tissue. These concerns have been investigated in recent studies. Rossi et al. [23] demonstrated in vivo chronic optical stimulation using an implanted LED. They conducted in vivo temperature measurements using a fluke temperature probe. The results indicated that temperature rise in the neural tissue was a function of the optical power and stimulation duty cycle. However, optical stimulations using common stimulation parameters such as 20% duty cycle and 10 mW power indicated only~0.3 • C rise in the tissue temperature. Their research also validated long-term stability of implanted LEDs for over 50 days after surgery during in vivo experimentation. Similarly, Cao et al. [17] performed in vivo validation of an integrated neural probe hosting an implantable LED. The neural probe was encapsulated with Polydimethylsiloxane to provide thermal and electrical insulations from neighboring tissues making the probe moisture proof. Alternatively, another research work reported a polycrystalline diamond (PCD) probe with higher thermal conductivity allowing the dissipation of heat through the entire probe preventing localized heat accumulation near the LED. It maintained the maximum surface temperature of the probe below 1 • C. The probe was encapsulated with Parylene C.
In relation to the biocompatibility concern, the main approach used to provide electrical insulation and bio-stability has been the use of Parylene C in implants, electrodes, medical devices and neural interfaces [24, 25] . Accordingly, further to the current in vitro experimentation reported in this paper, we plan to study the thermal properties and biocompatibility of the electrode with the CLOS device through in vivo validations in our future work.
Conclusions
This paper presented the design, implementation, and validation of a lightweight, portable, tetherless, and miniature closed-loop optogenetic stimulation (CLOS) device suitable for pre-clinical trials with small laboratory animals. The device is validated for its CLOS operation through bench and in vitro tests and has demonstrated its capacity to deliver instantaneous optical stimulations for prolonged operational duration. The entire device is powered by a battery and operated for over 5 h, which is suitable for pre-clinical neuroscience studies. On the other hand, there is room for improvement in terms of the CA, and multi-channel detection and stimulation configuration. Next, the CLOS device will be tested through in vivo validations under pre-clinical laboratory settings.
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